


Mini Pre-Rinse Unit Configurator
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CR Ceramic cartridge

Note: The compression
cartridge is the default
cartridge installed in the Mini
Pre-Rinse Unit
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(B-0133 style) (decorative) Vacuum Breaker

V Atmospheric

Mini Pre-Rinse Unit - Typical Specifications
The MPY-2DCN-06 model is illustrated, showing typical

specifications for a T&S Mini Pre-Rinse Unit.

B-0024-H 24" Stainless

Steel Hose with
Polyurethane Inner

Overhead Spring, Hose Hose and Handle

and Spray Valve not
shown for clarity

B-0107-C Spray
Valve (1.24 GPM
Flow Rate)

6" Swing
Nozzle
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Vacuum Breaker
(B-0970-FEZ)

N No Vacuum Breaker

Swing Nozzle not
shown for clarity

000364-40
3/8”"NPT x
8” Riser

8-7/8”
(226 mm)

004R
Finger
Hook

B-0109-01
6” Wall
Bracket

8-5/16”

- (211 mm) ’

Note: Rough-in Requirement
1-1/2” (38 mm) hole
[1-1/4” (32 mm) minimum]

Eterna Cartridges and
Club Handles
Includes Spring Checks

Fits Decks up to
1-1/8” (29 mm)
thick or 1-1/4”
(32 mm) thick by
removing washer
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