Operated with (4) AA Batteries

Cord (Remove Rubber Mechanical Mixing Valve w/ Check Valves Mounting Surface 71" [1800mm] Power Resistant Aerator & Key

Removable (Black) w/ Water Resistant Connections. AC or DC Operated w/ (4) AA Batteries

100-240 VAC Adapter 71" [1800mm] Power Cord (Remove Rubber Plug in Module to Connect)

(2) 3/8" Compression x 1/2" NPSM 18" [457mm] Flexible Stainless Steel Supply Hose

Rough-In Requirement: \( \phi 1" [25mm] \) Mounting Hole

Model Number

5EF-1D-DG

Product Specifications:

Electronic Faucet: Deck Mount, Rigid Gooseneck, 2.2 GPM VR Aerator, AC-DC Control Module, Temperature Control Mixing Valve, Check Valves & (2) 18" Flexible Supply Hoses
Model Number
5EF-1D-DG

Product Specifications:
Electronic Faucet: Deck Mount, Rigid Gooseneck, 2.2 GPM VR Aerator, AC-DC Control Module, Temperature Control Mixing Valve, Check Valves & (2) 18" Flexible Supply Hoses

NTS 2 of 2
Sheet: KJG Approved: JHB
Drawn: KJG Checked: JRM
Approved: JHB Date: 09/10/18 Scale: NTS Sheet: 2 of 2